
Description 

Die-cast aluminium, anodized aluminium reflector NB, 
MB or WB 

Optical system Facet reflector, 48 - 51°, Xicato COB  

Lighting Distribution 48 - 51°/ Direct 

IP IP 20 

Driver Separate Driver Box, included 
DALI or 1-10v on request 

Colour 

Colour temperature (K) MEAT – 2000K/ 3000K/ 
Cheese Bread 2500K/ 4000K 

CRI (Ra) 80/ 84/ 93 

Net lumen output (25°C) 2406 - 2994 lm 

Lifetime (hours) 50.000 hours L90 B10 

Product data sheet 

Spinner 

All specifications, descriptions 
and images are purely 

informative, not binding and 
subject to errors and changes 
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5 years 

Recessed LED-spot with separate driverbox, matt 
facet reflector, high efficiency and tempered glass 
for MEAT/ Bread/ Cheese  

Dimensions (mm) 
196mm x 150mm, 185mm cut out 

Housing 

IK IK 02 

Norms LVD 2006/95/EC 
EMC 2004/108/EC 
RoHS 2001/65/EC 
ISO 9001:2008 
ISO 14001:2009 

  

Origin Italie 

115 - 142 lm/W Efficacy – LOR (lm/W) 

Power (driver incl.) 

Warranty 

Marks 

Weight (kg) 1,50 kg 

21 W 

Unified Glare Ratio UGR < 19 - 22 

SCDM 3 

Black(02), white(01) or silver grey(G) 


