
Description

Steel sheet, painted

Optical system Facet, anodized reflector, XICATO LED, COB

Lighting Distribution Symmetric, 69° - 73°

IP IP 44

Driver Driver incorporated
DALI dimmable on request, 1-10v dimmable

Colour Black, white, matt chrome, anthracite, metal pink,
metal copper, matt gold, red, blue, green

Colour temperature (K) 3000K – 5700K

CRI (Ra) > 80

Net lumen output (25°C) 2700lm – 4050lm

Lifetime (hours) 100.000 hours L80 B10

Product data sheet

ALLUR
20W – 32W 2700lm – 4050lm 69° - 73°

All specifications, descriptions and 
images are purely informative, not 
binding and subject to errors and 

changes
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5 years

Suspended spot with separate driver(box), sheet 
steel, , grey aluminium heatsink, 

Dimensions (mm) 175mm x 250mm

Housing

IK IK 02

Norms LVD 2006/95/EC
EMC 2004/108/EC
RoHS 2001/65/EC

Origin Spain

126lm/W – 135lm/WEfficacy – LOR (lm/W)

Power (driver incl.)

Warranty

Marks

Weight (kg) 5 kg

20W – 32W

Unified Glare Ratio UGR 20

SCDM 3
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